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INVT Series 
 

 

 

• Product Introduction 
 
 
 

 

BPD 

1PH AC/3PH AC 220V 0.75-4kW, 3AC 380V 2.2-5.5kW (AC input is available) 

1. Support multiple types of motors 

2. Protection level: IP65 

3. Support grid electricity input and diesel engine input 

4. Low start voltage and wide input voltage range 

5. Provide lighting protection, Overvoltage, Over current, Overload protection 

function etc 

6. Optional water level detection function 
 
 
 

 
GD100-PV 

1PH AC 220V 0.4-2.2kW / 3PH AC 220V 1.5-7.5kW / 3PH AC 380V 0.75- 

200kW 

1. Advanced MPPT control technology 

2. Automatic start only after connecting to solar panel without parameter setting 

3. Models (<2.2kW) support boost module 

4. Support the GPRS module for optional 

5. Solution for automatic switch 

6. Support cabinet product for IP54 

 
 
 

SPC 

3PH AC 220V 2.2kW, 3PH AC 380V 4kW/7.5kW (DC input only) 

1. Advance MPPT function 

2. Protection level: IP65 or IP00 (for SKD) 

3. Integrated with GPRS 

4. Optional DC switch 

5. Multiple protection function: dry running, lower sunshine, lightning protection, 

etc 

6. Support multiple types of motors 



INVT Series 
 

 

 

• Technical Specifications 
 

 
 

Product series 
 
 
 
 

 
Product features 

   

BPD GD100-PV SPC 

 
 
 
 
 
 
 

Basic character- 
istics 

 

Input voltage and power 
(kW) 

 

1AC 220V 0.75-2.2kW 
3AC 380V 2.2-5.5kW 

1AC 220V 0.4-2.2kW 
3AC 220V 1.5-7.5kW 
3AC 380V 0.75-200kW 

 

DC 450V(Max): 2.2kW 
DC 800V(Max): 4kW/7.5kW 

 

Recommended MPPT 
voltage range 

0.75kW(220V): 80-400V 
1.5-4kW(220V): 100-400V 
2.2-5.5kW(220V): 220-750V 

 

-SS2/-S2/-2: 200-400V 
-4: 300-750V 

 

220V: 200-400V 
380V: 300-750V 

Support motor type AM AM AM, SM, BLDC 

Control mode (Asynchro- 
nous motor) 

VF VF/SVC VF/SVC 

 
 

Overload capability 

 

150% of rated current: 1 min 
180% of rated current: 10 sec 
200% of rated current: 1 sec 

 

150% of rated current: 1 min 
180% of rated current: 10 sec 
200% of rated current: 1 sec 

 

120% of rated current: 1 min 
150% of rated current: 10 sec 

 

 
Structure char- 

acteristics 

 
Installation 

 
Wall mounting 

Wall mounting 
Rail mounting 
Flange mounting 

 
Wall mounting 

Degrees of protection IP65 IP20/IP54 cabinet IP00/IP65 

Cooling method Natural cooling Air cooling Natural cooling 

 
 
 
 
 

 
Hardware 

configuration 
characteristics 

Analog input / 2 / 

Digital input 3 4 2 

Analogue output / 2 / 

Relay output / 2 / 

Communicaion RS485 RS485 RS485 

DC input Standard Standard Standard 

AC input Standard Standard / 

DC/AC input Automati- 
cally switch 

Standard Optional / 

LED keyboard External LED keyboard Built-in LED keyboard External LED keyboard 

GPRS moduel Optional Optional Built-in 

DC switch Built-in  Built-in 

 
Technical fea- 

tures 

MPPT efficiency 99% 99% 99% 

Water level control √ √ √ 

Automatic Hibernation 
and start function 

√ √ √ 

Protection 
Lower-sunshine alarm, Overload/Lower-load protection, Over current protection, Over voltage 
protection, Water level protection, etc 

Certification CE CE / 
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